GENERAL NOTES 

SECTION Q735Q 

1. IN ADDITION TO REPLAONC RR£ PROOFING REMOVED UNDER THfS CONTRACT, THE 
CONTRACTOR SHALL INSTALL NON -ASBESTOS RE-FIREPROOFING ?N ALL AREAS 

shown on owes, v-8 and v-9 as pgr specification. 

2. FIREPROOFING UATERlAl SHALL BE HIGH DENSITY 
COCNimOUS. THICKNESS SHALL PROVIDE THE 
FOLLOWING FIRE PROTECTION: 

- BEAMS 2 HRS. 

- COLUMNS ANO ORDERS 3 HRS. 

- DIAGONAL BRACING 3 HRS. 

3. PROVIDE UL TEST DATA FOR ALL SUBMITTED 
PRODUCTS ANO THICKNESS. 

4. AU. STEEL MEMBERS ARE TO 8E CONSIDERED 
"RESTRAINED" TOR UL OXiA. 

SECTION 

1. all asbestos removal shall be performed as specified in the 

port authority specifications section 0208 i "asbestos removal 
ano disposal-new york and new jersey" and in accordance 
with all applicable federal state guidelines. regulations, 
orders and directives. including without limitations. the u.s. 
environmental protection agency (epa). and u.s. department of 
labor. occupational safety and health administration (os ha), 
national institute of occupational safety and health. (niosh), 
and the new york state department of labor (nysdol). 

2. contractor shall furnish all labor. material. equipment. and 
serwces, necessary to perform the work required for 
asbestos abatement and subsequent re- fl reproofing in 
accordance with contract documents and all applicable 
federal and state regulations. 

3. contractor shall develop and implement a written site specific 
procedure for abatement work to ensure maximum protection 
ano safeguard f^om asbestos exposure of the workers, 
vtsftors, employees, general public. and the environment. 

see section 02081 appendix "a" of the specifications for 
requirements regarding submittals. 

4. contractor shall provide notifications, signs, labels, warnings, and 

PC^INSraUCTWt&T^^ AND WARN 

PEOPLE OF THE HAZARD FROM ASBESTOS EXPOSURE^POST IN A 
PROMINENT AND CONVENIENT PLACE FOR THE WORKERS A COPY OF THE 
LATEST APPLICABLE REGULATIONS FROM OSHA, EPA. NIOSH. AND NYSDOL. 

5. MAINTAIN REMOVAL AREAS IN A SAFE ELECTRICAL CONDITION. PROVIDE 

A NYSDOL RH -CERTIFIED ELECTRICIAN FOR ALL TEMPORARY WIRING AND 
LIGHTING. SEE SPECIFICATION SECTION 02081. PARAGRAPH 2.01 (14) 
FOR REQUIREMENTS REGARDING TEMPORARY ELECTRICITY. 
SEE SECTION 02081 APPENDIX "A* OF THE SPECIFICATIONS FOR 
REQUIREMENTS REGARDING TEMPORARY ELECTRICITY. 

6. CONTRACTOR SHALL PROVIDE PORTABLE SMOKE/HEAT OETECTORS 
THROUGHOUT EACH WORK AREA 

7. CONTRACTOR SHALL PROPERLY PROTECT ALL CONTROLS. TUBING, 
ELECTRICAL PANELS, EQUIPMENT, ETC. WITHIN THE WORK AREA. 

8. CONTRACTOR SHALL ISOLATE AND PROTECT ALL MECHANICAL EQUIPMENT 
REMAINING IN THE WORK AREA. ALL EQUIPMENT TO REMAIN SHALL BE HEPA 
VACUUMED AND WET WIPED PRIOR TO PLASTTCIZING AND UPON THE 
COMPLETION OF THE PROJECT. CONTRACTOR SHAlA PROVIDE WOOD 80X 
ENCLOSURES AND ADEQUATE VENTILATION FOR ANY EQUIPMENT THAT WILL 
REMAIN IN OPERATION DURING ASBESTOS ABATEMENT. CONTRACTOR 

SHALL FIELD VERIFY ALL LOCATIONS. 

9. CONTRACTOR SHALL EXERCISE EXTREME CARE AND CAUTION DURING ANY 
ANO ALL DEMOLITION AND ABATEMENT OPERATIONS. CONTRACTOR SHALL 
CONDUCT REMOVAL OF ALL MATERIALS FROM THE SITE WITH MINIMUM 
DISTURBANCE, PROVIDE PROPER PROTECTION AND REGULAR MAINTENANCE 
OF ALL BUILDING PREMISES DIRECTLY OR INDIRECTLY ASSOCIATED WITH 
ABATEMENT OPERATIONS. 

10. CONTRACTOR SHALL PROVIDE ALL SCAFFOLDING, PLATFORM INSTALLATION. 
EQUIPMENT, TOOLS, TRANSPORTATION ANO ANY OTHER EQUIPMENT 
REQUIRED ANO/OR NECESSARY TO COMPLETE ALL WORK DESCRIBED IN 
THE CONTRACT DOCUMENTS. SEE SECTION 02081 APPENDIX "A" OF 
THE SPECIFICATIONS FOR REQUIREMENTS REGARDING SUPPORT 
STRUCTURES. 
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11. CONTRACTOR SHALL LOCATE AND SEAL ALL PENETRATIONS THROUGH WALLS 
BETWEEN THE WORK AREA AND ADJACENT AREAS. INCLUDING, BUT NOT 
LIMITED TO PIPE. DUCT. CONDUIT. CHASES. AND OPENINGS IN FIRE WALLS 
OR DECKS BETWEEN FLOORS AS REQUIRED BY THE FIELD CONDITIONS 
WITH FIRE STOP MATERIAL. USE OF EXPANSION FOAM IS PROHIBITED. 

12. CONTRACTOR SHALL PROVIDE EMERGENCY EXITS (EMCB) AS REQUIRED. 
SEE DETAILS. 

!3. CONTRACTOR SHALL NOTIFY THE ENGINEER AT LEAST 10 WORKING DAYS 
IN ADVANCE OF ALL UTILITY SHUTDOWNS. 

14. CONTRACTOR SHALL SEPARATE AND BLANK-OFF WITH SHEET METAL CAP 
ALL RETURN AND LOW PRESSURE DUCT SYSTEMS WHICH ENTER AND EXIT 

THE WORK AREA AS REQUIRED. SEAL ALL CONNECTING JOINTS AIR TIGHT 
WITH TAPE AND PLASTIC SHEETING. ALL REMAINING DUCTWORK SHALL 
BE ISOLATED WITH 2 LAYERS OF FIRE RETARDANT 6 -MIL POLY. 

COORDINATE ALL WORK WITH THE ENGINEER. 1 

15. CONTRACTOR SHALL CONSTRUCT A PERSONAL/WASTE DECONTAMINATION 
ENCLOSURE SYSTEM (P./W.C.E.S.) AS INDICATED. IT SHALL BE OF 
SUFFICIENT SIZE TO ACCOMMODATE STORAGE OF MATERIALS. AND 
EQUIPMENT, WHILE ALLOWING FOR THE PASSAGE OF LA80RERSUAND 
THEIR EQUIPMENT 8ETWEEN CLEAN AND CONTAMINATED A.*EAS/ 


16. SHOWER AND WASTE WATER MUST BE FILTERED AND DISPOSED OF IN THE 
8UILDING*S SANITARY SYSTEM. REFER TO CONTRACT SPECIFICATIONS 
TECTION 02081 APPENDIX "8" PARAGRAPH (10) FOR WATER DISPOSAL 
PROCEDURES. 

17. CONTRACTOR SHALL PROVIDE SECURITY SUCH THAT ALL BUILDING 
EMPLOYEES AND/OR VISITORS ARE PROHIBITED FROM ENTERING THE 
WORK AREA. CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR THE 

FIRE WATCH AS INDICATED IN SPECIFICATIONS SECTION 02081 APPENDIX "8' 

PARAGRAPH (7). FlRE WATCH TO POSSESS VALID CERTIFICATES FROM 
NYC FIRE OEPARTMENi AND NYSDOL. 

18. CONTRACTOR SHALL HEPA VACUUM AND WET WlPC ALL SURFACES WITHIN 
THE WORK AREA UPON THE COMPLETION OF ASBESTOS ABATEMENT. 


19. ALL CONDUIT. WIRING, DUCTS. ETC. ABOVE CEILING SHALL BE PROPERLY 

PROTECTED PRIOR TO ABATEMENT AND THOROUGHLY DECONTAMINATED 
UPON COMPLETION OF ASBESTOS REMOVAL. REFER TO CONTRACT 
SPECIFICATIONS. 

20. ALL ROUTES THROUGH THE BUILDING AND WASTE STORAGE LOCATION TO 
BE USEO OURING THE ASBESTOS ABATEMENT OPERATIONS SHALL BE 
COORDINATED WITH THE ENGINEER AND SHOWN ON ORAWINGS. CONTRACTOR 
SHALL UTILIZE ENCLOSED MOBILE CONTAINERS FOR TRANSPORTATION OF ALL 
WASTE MATERIALS. ALL EGRESS ROUTES SHALL BE PROPERLY PROTECTED 
AND SUFFICIENTLY MAINTAINED BY THE CONTRACTOR. 

21. UNLESS OTHERWISE NOTED, ALL WORKER AND WASTE DECONTAMINATION 
FACILITIES. BOTH CONTIGUOUS AND REMOTE FROM THE WORK AREA. SHALL 
BE CONSTRUCTED WITH A SOLID OUTER SHELL. THE OUTER SHELL 
SHALL BE FRAMED WITH 2" x 4*" STUDDING 16" O.C. WITH A SOLID 
SHEATHING MATERIAL OF AT LEAST 3/8" MINIMUM THICKNESS. 

REFER TO DETAIL DRAWING NO. V-6. 

22. LOCATION OF ANY REMOTE DECONTAMINATION FACILITIES SHALL BE COORDINATED 
AND APPROVED BY THE ENGINEER. 

23. USE LOCK DOWN ENCAPSULANTS THAT ARE COMPATIBLE WITH REPLACEMENT 
FIREPROOFING TO BE APPLIED AND THAT COMPLY WITH MANUFACTURER'S 

SPECIFICATION'S. REFER TO SPECIFICATIONS SECTION 07250 FOR REQUIREMENTS 
REGARDING BOND TtSTING. SUBMIT TO THE ENGINEER FOR APPROVAL, 
EVIDENCE OF ENCAPSULANTS COMPATIBILITY WITH FIREPROOFING PRIOR TO 
COMMENCEMENT OF WORK. 
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